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Infinite Dediée au cinéma Dedicated to the cinema

La nouvelle gamme d’enceintes cinéma Infi nite 
d’Elipson se  compose de trois types d’enceintes 
encastrables ou à poser en saillie. Développées 
pour une utilisation en salle de cinéma dédiée, nos 
designers et acousticiens ont su assembler un son 
époustoufl ant avec un design simple et fort et une 
caisse très facile d’installation et surtout peu profonde. 

La dynamique nécessaire au son cinéma est au 
niveau des exigences professionnelles pour ce 
système d’enceintes; vous garantissant ainsi une 
qualité de son inconnue à ce jour en home-cinéma.

La technologie interne des caisses, les membranes 
composites de Rohacell® et fi bre de carbone, la 
dimension des aimants font de ces enceintes des 
produits résolument haut de gamme. 
La fi nition noire satin et métal brossé saura séduire 
mais surtout ne pas perturber l’image une fois 
dissimulée derrière un écran transonore. 

Les Infi nite 14 sont conçues pour une utilisation 
en façade et effets pour une salle en parfaite 
homogéniéité. Les Infi nite 8 se placent en 
surround pour des salles de petite taille et au 
plafond pour le son immersif. Les Infi nite S12 sont 
des caissons passifs de forte puissance et à caisse 
de faible profondeur, conçus pour compléter les 
Infi nite 14.

Le vrai son dynamique du cinéma, enfi n dans 
votre salle dédiée grâce au savoir-faire de 
Elipson !

The Infi nite, a new range of home theater speakers 
from Elipson, includes three types of in-wall speakers. In 
order to offer an ideal solution for dedicated viewing 
rooms, our designers and acousticians brought 
together breathtaking sound and sleek design in a 
cabinet which is very easy to install and, above all, 
not very deep. 

This speaker system benefi ts from the full amount of 
dynamism required to enjoy professional cinema 
sound, thus guaranteeing a sound quality never 
before available for home cinema installations. 

The technology housed inside the cabinets, the 
Rohacell® and carbon fi ber cones, as well as the size 
of the magnets, all make these products unmistakably 
high-end. The black satin and brushed metal fi nish, 
in addition to being highly alluring, is also functional 
as it doesn’t alter the image when the speakers are 
covered by an acoustically transparent screen.

The Infi nite 14 are designed to be used as front and 
surround speakers to ensure perfect homogeneity 
in your viewing room. The Infi nite 8 is designed to be 
used as a surround speaker in small rooms, or as an in-
ceiling speaker for a fully immersive experience. The 
Infi nite Sub12s are powerful passive woofers housed 
in slim cabinets and are a perfect complement to the 
Infi nite 14.

Truly dynamic cinema sound, available at last for your 
dedicated viewing room, thanks to Elipson’s team of 
experts!

CARACTÉRISTIQUES
• Précision et respect des timbres
• Qualité de fabrication
• Finition aluminium et satin noirs Blac
• Gamme puissante
• Son 3D

INCLUS
• Grille
• Accroches murales

FEATURES
• Sound accuracy and compliance
• Manufacturing quality
• Matt fi nish
• Powerful range
• 3D sound

INCLUDES
• Grid
• Wall hangers

Haut-parleur medium-grave
Sandwich Rohacell®
Fibre de carbone - 170 mm

Mid-bass driver
Rohacell® sandwich
Carbon fi bre - 170 mm

Haut-parleur grave
Bobine mobile 76 mm
Aimant Neodyme - 300 mm

Mid-bass driver
76 mm Voice coil ..........................................................
Neodymium magnet - 300 mm



Distributed by : 

Infi nite 14
Enceinte :  ......................Principale / Centrale / Surround  
.................................................................  à Fixer/Encastrer au Mur
.............................................................................................  2 voies close

Puissance :  ..................................... 150W RMS / 300 W crête
Haut-parleur medium-grave :  ..... Sandwich Rohacell®
.................................................................................  Fibre de carbone
..................................................................................................2 x 170 mm
Haut-parleurs aigu :  ....................................Dome type Ring 
...........................................................................................................  29 mm

Réponse en fréquence :  ....................................  60Hz-30kHz
Sensibilité :  ................................................................  91dB/1W/1m
Impédance  :  ............................................. 8 Ω (4 Ω minimum)

Entrées :  ......................  Speakon et connecteur banane
Dimensions (avec cache)  :  L360  x  H950  x  P138 mm
Dimensions de découpe :  ....................  L310 x H900 mm
Profondeur d’encastrement :  ........................................112 mm
Poids :  ............................................................................................... 18 kg
Couleur :  ............................................................................................Noir

Infi nite 8
Enceinte :  ......  Surround à Fixer/Encastrer au Mur/Plafond
.............................................................................................  2 voies close

Puissance :  ..................................... 100W RMS / 200 W crête
Haut-parleur medium-grave :  ..... Sandwich Rohacell®
.................................................................................  Fibre de carbone
..........................................................................................................170 mm
Haut-parleurs aigu :  ..................................  Dome type Ring
...........................................................................................................  29 mm

Réponse en fréquence :  ....................................  75Hz-30kHz
Sensibilité :  ..................................................................88dB/1W/1m
Impédance  :  ..............................................8 Ω (4 Ω minimum)

Entrées :  ......................  Speakon et connecteur banane
Dimensions (avec cache)  : ... L330  x  H440  x  P138 mm
Dimensions de découpe :  ....................  L280 x H420 mm
Profondeur d’encastrement :  ........................................112 mm
Poids :  ................................................................................................. 9 kg
Couleur :  ..........................................................................................  Noir

Infi nite 14
Speaker :  ..............................Principal / Central / Surround 
................................................................................................... In/On wall
...........................................................................................  2 way sealed

Power :  ...............................................150W RMS / 300 W Peak
Mid-bass driver :  ...................... Rohacell® / Carbon fi bre  
....................................................................................................  sandwich 
..................................................................................................2 x 170 mm 
Tweeter :  ..............................................................Dome type Ring 
...........................................................................................................  29 mm
 
Frequency response :  .............................................60Hz-30kHz
Sensitivity : ...................................................................91dB/1W/1m
Impedance :  ..............................................8 Ω (4 Ω minimum)

Terminals :  ........................................ Speakon + binding post
Dimensions (with grill) :  .. W360  x  H950  x  D1138 mm
Cutting dimensions : ...................................  L310 x H900 mm
Recessed depth :  .............................................................112 mm
Weight (with stand) :  ............................................................ 18 kg
Colour :  ...........................................................................................Black

Infi nite 8
Speaker :  ......................  Surround In/On wall and ceiling
...........................................................................................  2 way sealed 

Power :  ...............................................100W RMS / 200 W Peak
Mid-bass driver :  ................................. Rohacell® sandwich  
............................................................................................. Carbon fi ber 
..........................................................................................................170 mm 
Tweeter :  ...........................................................  Dome type Ring 
.............................................................................................................29 mm

Frequency response :  .............................................75Hz-30kHz
Sensitivity : ...................................................................88dB/1W/1m
Impedance :  ..............................................8 Ω (4 Ω minimum)

Terminals :  ........................................ Speakon + binding post
Dimensions (with grill) :  ..............................W330  x  H440  x  D138 mm
Cutting dimensions : ....................................... L280 x 420 mm
Recessed depth :  .............................................................112 mm
Weight ( :  ..........................................................................................9 kg
Colour :  ...........................................................................................Black

Infi nite S12
Enceinte :  ......................................... Caisson de basse passif
.........................................................................  Double évent frontal

Puissance :  .................................  500W RMS / 1000 W crête
Haut-parleur grave :  .....................Bobine mobile 76 mm 

..................................................................................moteur Neodyme 

..........................................................................................................300 mm

Réponse en fréquence basse :  ................... 28Hz à -3dB
Sensibilité :  ................................................................  92dB/1W/1m
Impédance  :  ......................................... 8 Ω (6.5 Ω minimum)

Entrées :  ......................  Speakon et connecteur banane
Dimensions (avec cache)  :  L450  x  H950  x  P273 mm
Dimensions de découpe :  ......................L400 x H900 mm
Profondeur d’encastrement :  ........................................222 mm
Poids :  ...........................................................................................33,5 kg
Couleur :  ..........................................................................................  Noir

Infi nite S12
Speaker :  .......................................................Passive Subwoofer
.....................................................................  Double front port tube

Power :  ............................................ 500W RMS / 1000 W Peak
Bass driver :  ....................................................  76 mm Voice coil 
..........................................................................Neodymium magnet 
..........................................................................................................300 mm

Frequency response :  ......................................... 28Hz at -3dB
Sensitivity : ...................................................................92dB/1W/1m
Impedance :  ..........................................8 Ω (6.5 Ω minimum)

Terminals :  ........................................ Speakon + binding post
Dimensions (with grill) :  .....W450  x  H950  x  D273 mm
Cutting dimensions : ................................W400 x xH900 mm
Recessed depth :  .............................................................222 mm
Weight (with stand) :  ........................................................33,5 kg
Colour :  ...........................................................................................Black


